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REV. DESCRIPTION DRAWN CHECKED APPROVED
A NEW RELEASE LJH 06/22/05" | ——~_ - LJC 06/22/05'
1.27%N+0.3 B HOUSING CHANGE | JLZ 12/12/14" | ——~_ -
NOTES:
1. ELECTRICAL CHARACTERISTICS:
1.1 CONTACT RESISTANCE: 50mQ Max. INITIAL.
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TYPE |DIM A|DIM C
1 5.70 | 0.40
2 3.00 | 0.40
3 5.30 | 0.20
4 3.30 | 0.40
5 3.00 | 0.10

1.2 DIELECTRIC WITHSTANDING VOLTAGE: 300V AC(rms)

FOR 1 MINUTE.
1.3 INSULATION RESISTANCE:

1000MQ Min.

ENVIRONMENT CHARACTERISTICS:

2.1 OPERATING TEMPERATURE:
. PART NUMBER: DS1031-08
. PRODUCT NUMBER CODE:

—40°C~+105C.
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LPLAT\NG LEVEL
3A: LEVEL 3A

DIM.AA C TYPE
1: TYPE 1
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G DIM.(DIM.B,W)

WOOmm W=3.4mm
1.50mm W=3.4mm
1.70mm W=3.0mm
4: B=2.00mm W=3.0mm

—  MOUNTING TYPE
S: SMT TYPE

——  HOUSING COLOR

B:BLACK

CONTACT PLATING
8: FULL GOLD FLASH

CONNECTOR TYPE
P:PLUG
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