DINKLE| DINKLE ENTERPRISE

Barrier Style Terminal Blocks  DT-65

DT-65-A01W-XX
Pole number : 02~24 / 5t
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Approval /| FViHG = fﬁfﬁ / ?J% UL
Electrical / ’ﬁ—?ﬁﬁi / ’Fj‘f‘rﬁﬁ*f%ﬁ
Rated voltage / Q‘—jﬁﬁ%’} / F{%’Eﬁ 300V 300V
Rated current / yrﬁ%ﬁr / ?fﬂ;’f 25A 10A
UG B D
Wire range / [fi " [364%F [ A6 22~12 AWG
Withstand Voltage / [Tud’?:f’}/ [I”Ud’qu‘Eﬁ AC2000V for 1 minute
Insulation Resistance / 7eigd Tk / et i 500M( / DC 500V
Materials / ﬁ’?’rblffﬂﬁ% / ﬁ’@’?’%#‘ﬁ
Plastic Housing / % (£ / 1{:’%% PA66, UL94V-0, Black
Operating Temperature / {f{i™ [Jf % &P/ 5% -40°C ~ +105C
Terminal / ér%ﬂf’? / flﬁ*}d Brass, Tin plated
Screw / FHALE A [ JERS Steel, M4, Nickel plated
Torque Value / z/ﬁ?[ﬂ ML L] 1.8 N-m
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Drilling plan
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TEL: +886-2-2908-0614 FAX: +886-2-2908-8549 E-mail: infor@dinkle.com.tw
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